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MaxR300™ Diesel Fuel Enhancer is designed to protect equipment by combating 
the harmful effects of today’s fuels while improving performance and increasing 
the useful life of any diesel engine. It is green in color and is compounded from 
pure petroleum products and their derivatives. 

 

MaxR300™ is for diesel engines only, and will increase the cetane rating of any 
diesel fuel it is added to as well as lower gel points. It reduces acid formation and 
lubricates the entire fuel system. This product will keep a new engine clean or 
clean a high mileage engine. MaxR300™ keeps injectors spotless for easier starts, 
improved power and better mileage while it absorbs any condensation moisture 
in the fuel tank. It lubricates fuel pumps for longer life. For lower maintenance 
costs and longer engine life use MaxR300™ in every tankful. MaxR300™ is 
equally beneficial and most convenient when added to fuel storage tanks. 

MaxR300™ Core Benefits   
 Reduce Engine Acid Formation  Lower Diesel Fuel Gel Point 
 Provide More Complete Combustion  Absorb Moisture Condensation 
 Keep Injectors Clean  Provide Effective Top Cylinder Lubrication 
 Reduce Fuel Consumption  Reduce Smoke Emissions 
 Allow Easier Starting  Reduce Gum and Varnish Buildup 
 Provide Higher Cetane Rating  Eliminate Ring Sticking 
 Clean up a Dirty Engine  Reduce Maintenance Costs 

 

 Typical Specifications  

Color Light Amber  
Viscosity (VK) @ 40 Degrees C 10.1 ASTM D-445 
API Gravity 28.5 ASTM D-1298 
Specific Gravity .0882 ASTM D-1298 
Density Lbs/Gal 7.36 ASTM D-1298 

 

 Directions for Use                                                                                                                                                           
In Fuel Storage Tanks:   1 gallon MaxR300™ to every 500 gallons diesel fuel. 
Vehicle (First Time): 1 gallon MaxR300™ to 500 gallons diesel fuel. Run until tank is empty and then 

proceed to ongoing use (i.e. 1 gallon of MaxR300™ per 500 gallons diesel fuel) 
Vehicle (Ongoing): 1/2 oz. MaxR300™ to diesel fuel tank for each 7.5 gallons of fuel. Pour in prior 

to filling vehicle tank. Filling tank will mix MaxR300™ and fuel adequately. 
Long Term Storage: 1 gallon MaxR300™ per 250 gallons fuel. After storage period (up to 2 years), 

use fuel in normal way, then return to 1 gallon for every 500 gallons fuel. 
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